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Date:  14.12.2020 

Concerns:  Analytical work for Molecular Plasma Group concerning decontamination process using their technology; use of MS2 as a meaningful surrogate for enveloped viruses such as SARS-CoV-2 

To whom it may concern, 

We have performed analytical work for MPG as documented in our Test Report MPG2020.11.09, where MS2 bacteriophage has been used as a meaningful surrogate for SARS-Cov-2 virus. It is considered to be more resistant to the environment conditions or decontamination treatment compared to SARS-CoV-2. 
This means that the decontamination rates observed with MS2 bacteriophages must be seen as a minima values and that it is most probable that SARS-CoV-2 is decontaminated as higher rates. 

Best Regard, 

Dr Henry-Michel CAUCHIE 

Head of Environmental Microbiology and Biotechnology LIST, Environmental Research and Innovation Department 

SURGICAL MASK TYPE II 

SYSTÈME DE FIXATION APC PARTICLES EMISSION ≥ 0.5μm LARGEUR (A) HAUTEUR (B)
Avec élastiques autour des oreilles 289 particules / pièce 17.5 cm (± 0.5 cm) 9.5 cm (± 0.5 cm)

Couleur Bleu/blanc

Couche intérieure Polypropylene spundbond (SBPP) blanc

Couche centrale Polypropylene meltblown (MBPP) BFE 98%

Couche extérieure Polypropylene spundbond (SBPP) bleu

VALEURS TEST METHOD
Bacterial Filter Efficiency (BFE) >98% EN 14683 - annexe B (2019) + AC (2019)

Delta P Moyenne 26,98 Pa/cm² EN 14683 - annexe B (2019) + AC (2019)

Microbial cleanliness < 30 cfu/g /

 DIMENSIONS & CARACTÉRISTIQUES

 APPLICATIONS

 AVANTAGES

 CARACTÉRISTIQUES GÉNÉRALES

 DONNÉES TECHNIQUES

Ces masques vous procurent une efficacité supérieure et un confort 
exceptionnel. Grace à leur fonction virucide appliquée par une nouvelle 
techonologie plasma qui désactive 99% des virus.

• Haute efficacité pour la filtration des bactéries

• Ne gêne pas la respiration

• À porter pendant 8h

• Certifié EN14683 par CENTEXBEL

• Certifié CE

• Types de fixations : à attacher avec des élastiques autour des oreilles

• Couche centrale : Meltblown polypropylene (SBPP)

• Couches intérieure et extérieure : Spunbond polypropylene (MBPP)

• Bacterial filtration efficiency (BFE): 98%

• Emballage : 50 pièces par boîte, 40 boîtes par carton de groupage
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Vidéo explicative de la technologie plasma
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